MODEL 70 POWER-LOK DISC & PLATE
ASSEMBLY INSTRUCTIONS
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Disc & Plate Arrangement

1) Prior to assembly, pre-lube each disc and plate with
Friction Modifier by presoaking.

2")7Assemble one Flat Plate (C) against Clutch Ring.

3) Assemble one Flat Disc (D) against Flat Plate (C).
4) Assemble one Flat Plate (C) against Flat Disc (D).
5) Assemble one Flat Disc (D) against Flat Plate (C).

6) Assemble one Dish Plate (A) with I.D. positioned in
contact with Flat Disc (D) as shown.

7) Follow the same procedure using steps 2 through 6
for the opposite side.

8) After installing case assembly into carrier housing, fill axle
assembly with the proper amount of specified lubricant. The
correct amount of Friction Modifier must be used.

NOTE
It is not our intent to recommend any particular brand or make of lubricant. However, the lubricant
should be S.A.E. 80W-90 per Mil. Spec. L-2105C, unless otherwise recommended by the vehicle
manufacturer. Motor vehicles are operated under various requirements, conditions, and
environments. It is recommended that the lubricants specified by the vehicle manufacturer be used.
They may provide additional lubricating characteristics which may be required for your vehicles
operation. Contact your local service dealer or refer to your owner’s manual for obtaining the
proper lubricant specification.
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